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NOTES

1   DO NOT SCALE FROM THIS DRAWING

2   This drawing is the copyright of Mosedale Gillatt.

3   All dimensions to be verified on site prior to any
shop or site works being commenced.

4   Any discrepancies to be reported to the Architect
BEFORE any work is put in hand.

5   This drawing is to be read in conjunction with
relevant consultant's and specialist's drawings.

6   This drawing must be read in conjunction with the
following drawings:
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Revision notes

CAREFULLY REMOVE EXISTING LEADWORK ROOF
AND COMPLETE REPAIRS TO STRUCTURE AS
DRAWING 1059 033. INSTALL NEW VENTILATED LEAD
ROOF COVERING (CODE 7) WITH WOOD CORED
ROLLS. NEW SARKING BOARDS (TREATED
SOFTWOOD). REQUIRES 1NO. STEP IN BAYS.

GUTTER TO BE WIDENED (SUBJECT TO EXISTING
ROOF STRUCTURE ARRANGEMENT) TO MIN 250MM
WIDTH WITH ASSOCIATED STEPS AS NEEDED FOR
LENGTH. NEW CODE 6 GUTTER LINING AND
FLASHING ARRANGEMENT

CAREFULLY FORM NEW OUTLET THROUGH PARAPET
MASONRY. LEAD LINED WITH SPITTER OVERFLOW
ARRANGEMENT. NEW CAST IRON HOPPER AND
DOWNPIPE WITH PAINT FINISH

CAREFULLY FORM NEW OUTLET THROUGH PARAPET
MASONRY. LEAD LINED WITH SPITTER OVERFLOW
ARRANGEMENT. NEW CAST IRON HOPPER AND
DOWNPIPE WITH PAINT FINISH

EXISTING SLATE MANSARD ARRANGEMENT (MAX
MM) HEIGHT APPROX TO BE CAREFULLY REMOVED
AND REPLACED WITH CODE 6 WELTED LEAD
CLADDING.

NEW LEAD UPSTAND TO BE INSTALLED IN GUTTER
TO DIRECT WATER TO NEW OUTLET POSITION

NEW LEAD UPSTAND TO BE INSTALLED IN GUTTER
TO DIRECT WATER TO NEW OUTLET POSITION

EXISTING LEAD GUTTER TO BE RE-SET TO NEW
LEVELS AND INCREASED FALL WITH NEW SUPPORTS
AND SARKING BOARD

EXISTING LEAD GUTTER TO BE RE-SET TO NEW
LEVELS AND INCREASED FALL WITH NEW SUPPORTS
AND SARKING BOARD

EXISTING CONCRETE RIDGE AND HIP TILES
TO BE CAREFULLY REMOVED AND DISPOSED
OF OFF-SITE. ALLOW FOR ALL NEW ANGLED
BLUE-BLACK CLAY TILES TO RIDGE AND HIP
BEDDED IN CEMENT MORTAR AND
MECHANICALLY FIXED

EXISTING GUTTER AND SUPPORTING STRUCTURE
TO BE FULLY REMOVED. TO BE RAISED TO ALLOW A
MINIMUM GUTTER WIDTH OF 250MM AT OUTLET (MAY
BE ACHIEVED WITH EXISTING LEVELS TO SOUTH
GUTTER - TBC). TO ALLOW FOR NEW SUPPORTING
STRUCTURE, SARKING BOARD AND CODE 6 LEAD.
BAYS AND STEPS TO BE CONFIRMED TO SUIT LEAD
CONSTRAINTS. ALL FLASHINGS TO INTERNAL FACE
OF PARAPET TO BE FORMED IN LEAD WITH
VENTILATED EDGE DETAIL (MUSHROOM VENTS TO
BE REMOVED)

CAREFULLY STRIP OFF ALL ROOFING SLATES, SORT AND
CLEAN. SET ASIDE SOUND SLATES FOR RE-USE
STRIP OFF ALL TIMBER BATTENS AND ROOFING FELT AND
REMOVE FROM SITE.
DE-NAIL ALL RAFTERS AND BRUSH DOWN / VACUUM TO
REMOVE LOOSE DEBRIS.
COMPLETE TIMBER REPAIRS TO STRUCTURE AS AGREED
WITH ARCHITECT, STRUCTURAL ENGINEER AND CLIENT
SUPPLY AND INSTALL NEW TYPE F ROOFING FELT
(ASSUMED REQUIREMENT FOR BAT PRESENCE)
SUPPLY AND INSTALL NEW ROOFING BATTENS 50X32MM
TREATED SOFTWOOD PRIOR TO RE-SLATING WITH
EXISTING SLATES (RANDOM WIDTHS AND DIMINISHING
COURSES) TO MATCH EXISTING, ALLOW 50%
REPLACEMENT.
ALLOW TO RE-FORM LEAD ROOF VENTILATORS AT LOW
LEVEL WITH ADDITIONAL 5NO. PER ROOF SLOPE

EXISTING LEAD FLASHING TO STONE WATER TABLING.
ALLOW TO LIFT WATERTABLING AND REPLACE LEAD
FLASHING WITH NEW LEAD SECRET GUTTER
ARRANGEMENT. REINSTALL WATERTABLING WITH NEW
S/S DOWELS AND REPOINT IN LIME MORTAR

EXISTING GUTTER AND SUPPORTING STRUCTURE TO BE
FULLY REMOVED. TO BE RAISED TO ALLOW A MINIMUM
GUTTER WIDTH OF 250MM AT OUTLET. TO ALLOW FOR NEW
SUPPORTING STRUCTURE, SARKING BOARD AND CODE 6
LEAD. BAYS AND STEPS TO BE CONFIRMED TO SUIT LEAD
CONSTRAINTS. ALL FLASHINGS TO INTERNAL FACE OF
PARAPET TO BE FORMED IN LEAD WITH VENTILATED EDGE
DETAIL (MUSHROOM VENTS TO BE REMOVED)

EXISTING LIGHTNING CONDUCTOR ARRANGEMENT TO BE
CAREFULLY REMOVED DURING WORKS AND REINSTATED
TO EXISTING POSITIONS

FOR WORKS TO TOWER SEE ELEVATIONS

EXISTING PORCH ROOF IN GOOD CONDITION
- 2NO. LOCALISED AREAS OF PATCHING TO
RAISED PARAPET FLASHING. ALLOW TO
TAKE BACK AND REFORM WITH WELTED
JOINTS
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